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Keystone Cat6A U/UTP Accessories Network

    Features :

    Application :

  Mechanical properties : 

   Description/Order Information: 

Fast and easy installation 

Fits all keystone style face plates and floor boxes (face plate)

do not need to use 110 or Krone insertion tool

You need a ( flash cutter ) tool

Enables transmission of all high-speed protocols up to 10GBASE-T

Guarantees a bandwidth of 500 MHz

Not shielded against electromagnetic interference

suitable for a wide range of outlets, duct and channel systems

ISO/IEC 11801 class E

IEEE 802.3:  10Base-T;  100Base-T;  1000Base-T;  10G BASE-T (10 Gigabit Ethernet)

IEEE 802.5 : ISDN;  ATM;

PoE (Power over Ethernet), PoE+ (Power over Ethernet Plus), POE++

Voice, Videos, digital and analogue data transmission

Suitable For Installing on:               cables with solid wires 26 AWG - 22 AWG

Required Installation Depth:  15 - 30 mm - sockets with angled faceplates

                                                             30 mm - sockets with straight faceplates.

Contact Pin Material: 8 pins Phosphor bronze with 50 micro-inches gold over 100 micro-inches nickel.

Pulling Force : 140 N.

Temperature Range: operation: -40°C To +85°C .

Color : white . 

Current Rating :                                    1500mA  Max

Rated operational voltage:             < 72 V DC

Contact resistance:                            20 mΩ max

Part No.:             KSR6AUTPW

Description:     Cat 6A Unscreened Keystone Jack, 180degree, 

       RJ  45, 8-Position, 8- Wire Universal, UTP

QTY:                     1 PC

P/N : KSR6AUTPW


